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(11) Performance guaranty. Prior to the granting of any permit, or to the removal of topsoil
or other overburden material from a new area within an existing excavation site, the
applicant shall submit to the municipality a bond with sufficient surety, as determined
by the Board, to guarantee reclamation of the area, off-site improvements for potential
damage of city roads or facilities caused by the transportation of earth materials and
compliance with the permit.

(12) Exceptions. Due to the diverse nature of excavation operations which vary in scale
and scope and due to the varying conditions of the land to be excavated, the Board
may, upon application and following a duly noticed hearing, grant any exception in
writing to the standards contained in Subsection C(8), Minimum operational
standards, Subsection C(9), Site reclamation standards, Subsection C(10), Incremental
reclamation, and Subsection C(11), Performance guaranty, for good cause shown. The
written decision shall state specifically what requirements are being waived and
include any reasonable alternatives.

(13) Application for excavation. Except as provided in Subsection C(5), Abandoned
excavations, any owner or owner’s designee subject to this chapter shall, prior to
excavation of or continuance or expansion of excavation of any land, apply to the
Board for a permit for excavation and submit a reclamation plan. The permit
application shall be signed and dated by the applicant and shall contain at least the
following information. The Board may waive items listed under this section.

(a) Excavation plan.

[1] The name and address of the owner of the land to be excavated the person
who will actually do the excavating and all abutters to the premises on
which the excavations proposed.

[2] An excavation plan at a scale of no less than one inch equals 100 feet and
showing the area to be excavated, appropriate buffers, and any dwelling
units, septic systems, and wells within 150 feet of the area to be excavated.
All plans submitted shall be of a quality that they are easily understood and
of an accuracy that compliance can easily be checked. A minimum of seven
copies of plans shall be filed with the Board as part of the application. The
excavation plan shall include:

[a] The seal and signature of an engineer registered in the State of New
Hampshire.

[b] The existing topography at maximum contour intervals of five feet,
based on a permanent assumed benchmark.

[c] The proposed topography at maximum contour intervals of five feet at
the completion of excavation and restoration.

[d] The excavation site acreage, the breadth, depth and slope of the
proposed excavation, (and existing excavation where applicable),
volume of material to be removed and a description of project duration
and phasing.

[e] The existing vegetation.
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All surface drainage patterns including wetlands and standing water,
lakes, streams and the like.
The locations of all easements, on or below the ground.
The names, location and width of all public roads and rights-of-way.

A log of borings or test pits that extend to either the average annual
water table, ledge or a minimum of six feet below the maximum
proposed excavation depth, including location and soils data.

The location and extent of any stone walls, ledge outcroppings, wells,
existing buildings, septic systems, utilities, significant natural and
man-made features, and the like.

A locus map, at a scale of one inch equals 1,000 feet, showing the
proposed operation in relation to existing roads.

Any existing and all proposed excavation areas.
Any existing and all accessory facilities/activities.

Existihg and proposed access roads, including width and surface
materials.

Existing and proposed fencing, buffers or visual barriers, including
height and materials.

Storage areas for topsoil to be used in reclamation.

All measures to control erosion, sedimentation, water pollution, air
pollution and hazards to human safety.

The location of existing buildings, structures, septic systems and wells
on abutting properties within 150 feet of the excavated area.

The location of all driveways and road intersections within 200 feet of
the proposed access to the excavation site.

Aquifer locations and limits as identified by the United States
Geological Survey and other acceptable sources.

Zoning districts.

(b) Reclamation plan. A reclamation plan at the same scale as the excavation plan,
and covering the same areas. All plans submitted shall be of a quality that they
are easily understood and of an accuracy that compliance can easily be checked.
A minimum of seven copies of the final plans shall be filed with the Board as
part of the application. The reclamation plan shall include:

[1] The seal and signature of an engineer registered in the State of New
Hampshire.

[2] All boundaries of the area proposed for reclamation.

[3] The final topography of the area proposed for reclamation.
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